
MEDICAL TEAM RADIATION MONITORING

FEATURES

BENEFITS

Real Time Display 
Live graphical display of 
radiation dose rates for the 
whole team on a single easy 
to understand display.

Instantaneous Alerts 
Team members are instantly 
alerted to abnormal dose 
rates and can take action.

Radiation Dose 

Storage 
Doses are recorded by 
individual and activity, 
allowing easy exposure 
reporting.

ALARA 
The ALARA principle is 
that any radiation your 
body receives is potentially 
bad for your health and 
so should be avoided. By 
providing instantaneous 
awareness, this system 
can enable your teams 
to minimize exposure by 
better understanding the 
impact of distance from 
sources and effectiveness 
of shielding. This can result 
in less radiation exposure 
for the whole team and 
peace of mind for team 
members.

Dose Recording 

and Review  
All data from the electronic 
dosimeters is recorded and 
can be displayed and 
analysed using built in 
charts or exported. 
Management of electronic 
dosimeters including 
assignment to team members 
and setting of alarm levels 
according to the activity being 
performed.

Scalable System 
The system enables a person 
to issue or return an EPD to 
an active task and records the 
time of entry, exit and the 
EPD dose recorded.

Making the invisible visible.
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OVERVIEW

RADSIGHT LIVE SYSTEM DETAILS

Wireless Connectivity

The Thermo Scientific™ EPD TruDose™ dosimeter uses in-built Bluetooth capability to 
provide low power wireless connectivity with a range up to 15m.  
A special Bluetooth mode is used so that no pairing is required and any correctly 
configured EPD will work with the system.

RadSight Live enables a medical team wearing electronic dosimetry to be monitored 
and their dose tracked using a live display of dose rate on a bar graph display in 
the operating room. 
The system uses the world leading Thermo Scientific™ EPD TruDose™ dosimeter that 
has built in wireless communications. The data transmissions are received directly by 
the display unit allowing changes in dose rate to be instantly displayed. The system 
provides configurable alarm set points by enabling electronic issue and return of 
EPDs using EPD readers. The RadSight Live system also provides integrated reporting 
and management capability. The system is supplied complete and ready to use 
straight out of the box.

EPD Issue and Return

RadSight Live allows an EPD to be assigned to a 
person and associated with a particular activity or 
procedure. It records the time of issue and 
completion and the EPD dose is recorded.  Once 
assigned a bar will appear on the real time display 
alongside the person’s name. To use this facility, 
an RadSight Access Terminal is installed at each 
issue/return location to provide communication 
with the EPD. It is also possible to use configured 
EPDs without assignment utilizing a colour coding 
system. In this mode the EPD is simply switched 
on as required using the button on the EPD. The 
RadSight Access Terminall can be wall mounted or 
supplied with a desktop stand if desired.

Real-time Monitoring

RadSight Live enables real-time wireless graphical displays showing issued EPDs and 
their live dose rates.  This data is displayed on easy to understand bar graphs against 
each team members name. A green bar indicates levels are acceptable. 

Historic Data and Dose Control System

RadSight Live provides detailed historic data including all real time data and EPD 
issue/return data with dose summary.  Charts can be easily displayed by selecting 
an EPD issue record to display a chart of all data for that period. 
Personnel reports can also be generated providing monthly dose summary.  
Other reports include dose summary by activity. These features enable 
RemoteDose to provide dose tracking and monitoring for your workforce.

WHAT’S INCLUDED

SPECIFICATIONS

Radiation Types

and Energies:

EPD Bluetooth Range:

Networking:

Wi-Fi Range:

CDM56010 RadSight Live 
Base system comprising:

Thermo Scientific™ EPD 
TruDose™ configured for use: 
5 units are provided.

• RemoteDNA Server 
License

• RadSight Access 
Terminal

• VESA wall or desk 
mount

• RadSight Live iPad 
display

• VESA enclosure with 
mounting bracket

• Wi-Fi router and 
access point

X-Ray and Gamma
• +- 15% 16keV to 1.5MeV
• -15% to 50% 1.5MeV to 

10MeV

15m

Wi-Fi 802.11n

Up to 25m

If the dose rate exceeds a preset 
threshold, the bar turns yellow and 
then red and flashing to alert team 
members to high dose rates.
The RadSight Live display can be 
mounted alongside other displays 
using a standard VESA mount and 
associated brackets or clamps. 
A live dose or dose rate chart is also 
available that shows a history of 
recent measurements. 


